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RFQ Title:  Paving and Minor Road Restoration

RFQ No:  1220-040-2024-081

CONTRACTOR
	
Legal Name: 			

Contact Person and Title:		

Business Address:		

Business Telephone:		

Business Fax:			

Business E-Mail Address:		

TO:

CITY OF SURREY

Owner Representative:  Sunny Kaila, Manager, Procurement Services

Email for PDF Files:  purchasing@surrey.ca

1.	I/We, the undersigned duly authorized representative of the Contractor, having received and carefully reviewed all of the proposed documents, including the RFQ and any issued addenda posted on the City Website and BC Bid Website, and have full knowledge of the Place of the Work, and having fully informed ourselves as to the intent, difficulties, facilities and local conditions attendant to performing the Work, do hereby tender and offer to enter into a Contract, to do all of the Work, and to furnish all necessary labour, machinery, provide tools, apparatus and other means of construction, and to provide, furnish, deliver, place and erect all materials mentioned and described or implied therein, except as otherwise specified, to complete the Work herein described, in strict accordance with the plans, Specifications and supplemented specifications and to accept in full payment therefore, the sums calculated in accordance with the actual measured quantities at the unit price set forth in the Quotation herein as follows:

2.	If this Quotation is accepted by the Owner, a contract will be created as described in:
(a)	the Agreement;
(b)	the RFQ; and
(c)	other terms, if any, that are agreed to by the parties in writing.

3.	Capitalized terms used and not defined in this Quotation will have the meanings given to them in the Agreement and RFQ.  Except as specifically modified by this Quotation, all terms, conditions, representations, warranties and covenants as set out in the Agreement and RFQ will remain in full force and effect.

4.	I/We have reviewed the sample Form of Agreement (Schedule B).  If requested by the Owner, I/we would be prepared to enter into the sample Form of Agreement, amended by the following departures (list, if any):

Section			Requested Departure(s) / Alternative(s)

													

													

	Please state reason:
													

													

5.	The Owner requires that the successful Contractor have the following in place before providing the Work:
1. Workers’ Compensation Board coverage in good standing and further, if an “Owner Operator” is involved, personal operator protection (P.O.P.) will be provided,
Workers' Compensation Registration Number ___________________________;
1. Prime Contractor qualified coordinator is Name:  _______________ 
and Contact Number:  _________________________;
1. Insurance coverage for the amounts required in the proposed Agreement as a minimum, naming the Owner as additional insured and generally in compliance with the Owner’s sample insurance certificate form available on the Owner’s Website at www.surrey.ca. search Standard Certificate of Insurance;
(d)	City of Surrey or Intermunicipal Business License:  Number ________________;
(e)	If the Contractor’s goods and services are subject to GST, the Contractor’s GST Number is _____________________________________; and
(f)	If the Contractor is a company, the company name indicated above is registered with the Registrar of Companies in the Province of British Columbia, Canada, Incorporation Number ___________________________________.

As of the date of this Quotation, we advise that we have the ability to meet all of the above requirements except as follows (list, if any):

Section			Requested Departure(s) / Alternative(s)

													

													

	Please state reason:
													

													

6.	The Contractor acknowledges that the departures it has requested in Sections 3 and 4 of this Quotation will not form part of the Contract unless and until the Owner agrees to them in writing by initialing or otherwise specifically consenting in writing to be bound by any of them.

Changes and Additions to Specifications and Scope:

7.	In addition to the warranties provided in the Contract, this Quotation includes the following warranties:
		

		

8.	I/We have reviewed the RFQ, Schedule A – Scope of Work, and Contract Drawings.  If requested by the Owner, I/we would be prepared to meet those requirements, amended by the following departures and additions (list, if any):

Requested Departure(s) / Alternative(s) / Addition(s)

		

		

	Please state reason:
													

													

Schedule of Quantities and Prices  

9.	All prices and Quotations including the Contract Price shall include all taxes, but shall not include the GST.  The GST shall be shown separately.  Accordingly the Contractor offers to do the Work for the price, which is the sum of the products of the actual quantities incorporated into the Work and the appropriate unit prices set out in the Table below, the Schedule of Quantities and Prices, plus any lump sums or specific prices and adjustment amounts as provided by the Contract Documents.  

	F.O.B.
Destination
	Payment Terms:
A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:




	Schedule of Quantities and Prices:

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Table: 1 – PAVEMENT RATES

	REFERENCE
	 
	UNIT
	UNIT PRICE

	MMCD
	CITY
	
	
	

	32 12 16
	SS MMCD Section 32 12 16 & SSP 2
	1.1
	Pavement Patching (Interim / Temporary) 2 Lifts of Asphalt with No Milling

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	1.1.1
	G.2
	Arterial Roads (50mm & 75mm for surface & base respectively)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	100 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1001 sq.m
	sq.m
	 

	
	1.1.2
	G.2
	Perpendicular Cuts and Intersections: Arterial Roads (50mm & 75mm for surface & base respectively)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	100 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1001 sq.m
	sq.m
	 

	
	1.1.3
	G.2
	 Collector Roads (40mm & 60mm for surface & base respectively)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1001 sq.m
	sq.m
	 

	
	1.1.4
	G.2
	 Perpendicular Cuts and Intersections: Collector Roads (40mm & 60mm for surface & base respectively)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1001 sq.m
	sq.m
	 

	
	1.1.5
	G.2
	Local and Limited Collector Roads (35mm & 50mm for surface & base respectively)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	
	1.1.6
	G.2
	 Perpendicular Cuts and Intersections: Local Roads (35mm & 50mm for surface & base respectively)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 2
	1.2
	Pavement Patching (Interim / Temporary) 1 Lift of Asphalt with No Milling

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	1.2.1
	G.2 
	Arterial Roads (50mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	
	1.2.2
	G.2 
	Collector Roads (40mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	
	1.2.3
	G.2 
	Local Roads (35mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	
	1.2.4
	G.2 
	 Perpendicular Cuts and Intersections: Arterial Roads (50mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 


	
	1.2.5
	G.2 
	 Perpendicular Cuts and Intersections: Collector Roads (40mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	
	1.2.6
	G.2 
	 Perpendicular Cuts and Intersections: Local Roads (35mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	> 1,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.3
	Hot-Mix Pavement Patch (Permanent) 1 Lift of Asphalt with Milling

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	1.3.1
	G.2 
	Arterial Roads (50mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	
	1.3.2
	G.2 
	Collector Roads (40mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	
	1.3.3
	G.2
	Local  Roads (35mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	
	1.3.4
	G.2 
	 Perpendicular Cuts and Intersections: Arterial Roads (50mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	
	1.3.5
	G.2 
	 Perpendicular Cuts and Intersections: Collector Roads (40mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	
	1.3.6
	G.2 
	 Perpendicular Cuts and Intersections: Local Roads (35mm)

	
	 
	a)
	< 50 sq.m
	sq.m
	 

	
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.4
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift: Arterial Roads

	 
	 
	1.4.1
	G.2 
	First milling of lane width (50mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	[image: A diagram of a road restoration
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	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	 
	 
	Milling Remaining trench depth (75mm)

	
	 



	 
	1.4.2
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.4.3
	 
	1st lift of trench Paving (75mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.4.4
	 
	Final lift (50mm)
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.5
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift: Collector Roads

	 
	 
	1.5.1
	G.2 
	First milling of lane width (40mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	[image: A diagram of a road restoration
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	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	 
	 
	Milling Remaining trench depth (60mm)
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	1.5.2
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.5.3
	 
	1st lift of trench Paving (60mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	[image: A diagram of a road

Description automatically generated] 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.5.4
	 
	Final lift (40mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.5.B
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift: Local Roads

	 
	 
	1.5.B.1
	G.2 
	First milling of lane width (35mm)

	
	 
	
	
	 

	[image: A diagram of a road restoration
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.5.B2
	G.2 
	Milling Remaining trench depth (50mm)

	[image: A diagram of a road
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.5.B.3
	G.2 
	1st lift of trench Paving (50mm)

	[image: A diagram of a road

Description automatically generated]
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.5.B.4
	G.2 
	Final lift (35mm)

	 
	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.6
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift:  Perpendicular Cuts and Intersections: Arterial Roads

	
	 

	



	 
	1.6.1
	G.2 
	First milling of lane way (50mm)

	
	 
	
	
	 

	 
	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	[image: A diagram of a road restoration
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	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.2
	G.2 
	Milling Remaining trench depth (75mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.3
	G.2 
	1st lift of trench Paving (75mm)

	[image: A diagram of a road
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.4
	G.2 
	Final lift (50mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	[image: A diagram of a road
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	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.6.B
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift:  Perpendicular Cuts and Intersections: Collector Roads

	
	 

	



	 
	1.6.B.1
	G.2 
	First milling of lane way (40mm)

	
	 
	
	
	 

	 
	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	[image: A diagram of a road restoration
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	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.B.2
	G.2 
	Milling Remaining trench depth (60mm)

	[image: A diagram of a road
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.B.3
	G.2 
	1st lift of trench Paving (60mm)

	[image: A diagram of a road
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.B.4
	G.2 
	Final lift (40mm)
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	32 12 16
	SS MMCD Section 32 12 16 & SSP 3
	1.6.C
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift:  Perpendicular Cuts and Intersections: Local Roads

	 
	 
	1.6.C.1
	G.2 
	First milling of lane way (35mm)

	
	 
	
	
	 

	[image: A diagram of a road restoration
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.C.2
	G.2 
	Milling Remaining trench depth (50mm)

	
	 



	 
	 
	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
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	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.C.3
	G.2 
	1st lift of trench Paving (35mm)
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 
	 
	1.6.C.4
	G.2 
	Final lift (50mm)
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	a)
	< 50 sq.m
	sq.m
	 

	 
	 
	 
	b)
	50 sq.m to 100 sq.m
	sq.m
	 

	 
	 
	 
	c)
	101 sq.m to 200 sq.m
	sq.m
	 

	 
	 
	 
	d)
	201 sq.m to 500 sq.m
	sq.m
	 

	 
	 
	 
	e)
	501 sq.m to 1,000 sq.m
	sq.m
	 

	 
	 
	 
	f)
	1,001 sq.m to 2,000 sq.m
	sq.m
	 

	 
	 
	 
	g)
	> 2,001 sq.m
	sq.m
	 

	 



	Table: 2 – MISCELLANEOUS PAVEMENT RATES

Work for items listed in Table 2 may or may not be required from the Contractor:


	REFERENCE
	DESCRIPTION
	UNIT
	UNIT PRICE
	QUANTITY

	MMCD
	CITY
	
	
	
	

	32 12 16 
	SS MMCD Section 32 12 16 & SSP 3
	2.1
	Hot-Mix Pavement Patch (Permanent) Final Lift of Asphalt with No Milling

	 
	 
	2.1.1
	G.2 
	Major and Through Collector and Arterial Roads (50mm)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.1.2
	G.2 
	Local and Limited Collector Roads (40mm)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.1.3
	G.2 
	 Perpendicular Cuts and Intersections  (50mm)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	32 12 16 
	SS MMCD Section 32 12 16 & SSP 3
	2.2
	Hot-Mix Pavement Patch (Permanent) 1st & Final Lifts with Milling

	 
	 
	2.2.1
	G.2 
	Major and Through Collector and Arterial Roads (40mm & 60mm for surface & base respectively)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.2.2
	G.2 
	Major and Through Collector and Arterial Roads Perpendicular Cuts and Intersections (40mm & 60mm for surface & base respectively)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.2.3
	G.2 
	Local and Limited Collector Roads (35mm & 50mm for surface & base respectively)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.2.4
	G.2 
	Local and Limited Collector Roads:  Perpendicular Cuts and Intersections (35mm & 50mm for surface & base respectively)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	32 12 17
	SS MMCD Section 32 12 17 & SSP 4
	2.3
	Superpave (Interim / Temporary) 2 Lifts of Asphalt with No Milling

	 
	 
	2.3.1
	G.5
	Major and Through Collector & Arterial Roads (50mm & 75mm for surface & base respectively)

	 
 
  
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.3.2
	G.5
	Perpendicular Cuts and Intersections (50mm & 75mm for surface & base respectively)

	 
 
 
 
 
 
 
 
 

 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	32 12 17
	SS MMCD Section 32 12 17 & SSP 4
	2.4
	Superpave (Permanent) 1 Lift of Asphalt with Milling

	 
	 
	2.4.2
	G.5
	Major and Through Collector & Arterial Roads (50mm surface)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	Sq. m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.3
	G.5
	 Perpendicular Cuts and Intersections (50mm surface)

	 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	Sq. m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	32 12 16 
	SS MMCD Section 32 12 17 & SSP 4
	2.4.B
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift: Arterial Roads with Superpave

	 
	 
	2.4.B.1
	G.2 
	First milling of lane width (50mm)

	 
 
 
 
 
 
 
 

 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.B.2
	G.2 
	Milling Remaining trench depth (75mm)

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.B.3
	G.2 
	1st lift of trench Paving (75mm)

	 
 
 
 
 
 
 
 

 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.B.4
	G.2 
	Final lift (50mm)

	 
 
 
 
 
 

 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	32 12 16 
	SS MMCD Section 32 12 17 & SSP 4
	2.4.C
	Hot-Mix Pavement Patch (Permanent) Full Depth milling of Trench & 1st Lift & milling of existing road and Final lift:  Perpendicular Cuts and Intersections: Arterial Roads Superpave

	 
	 
	2.4.C.1
	G.2 
	First milling of lane width (50mm)

	 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.C.2
	G.2 
	Milling Remaining trench depth (75mm)

	 
 
 
 

 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.C.3
	G.2 
	1st lift of trench Paving (75mm)

	
 
 
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	 
	 
	2.4.C.4
	G.2 
	Final lift (50mm)

	 
 
 
 

 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	1,001 sq.m to 2,000 sq.m
	 
	sq.m

	
	 
	g)
	> 2,001 sq.m
	 
	sq.m

	32 12 16
	SS MMCD Section 32 12 16 & SSP 5
	2.5
	ADDITIONAL LOWER COURSE ASPHALT FOR NON STANDARD ASPHALT DEPTHS

	 
	 
	2.5.1
	 
	Lower Course #1 (25mm)

	
 
 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.5.2
	 
	Lower Course #1 (50mm)

	 

 
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.5.3
	 
	Lower Course #2 (25mm)

	
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	 
	 
	2.5.4
	 
	Lower Course #2 (50mm)

	
 
 
 
 
 
	 
	a)
	< 50 sq.m
	 
	sq.m

	
	 
	b)
	51 sq.m to 100 sq.m
	 
	sq.m

	
	 
	c)
	101 sq.m to 200 sq.m
	 
	sq.m

	
	 
	d)
	201 sq.m to 500 sq.m
	 
	sq.m

	
	 
	e)
	501 sq.m to 1,000 sq.m
	 
	sq.m

	
	 
	f)
	> 1,001 sq.m
	 
	sq.m

	31 24 13
	SS MCD 31 24 13 & SSP 6
	2.6
	Excavating, Trenching and Backfilling

	 
	 
	 
	 
	a)
	cu.m
	 
	≤ 25

	 
	 
	 
	 
	b)
	cu.m
	 
	> 25

	32 12 16
	SSP 7
	2.7
	Hand Spread Asphalt (Items in Table 1 will be used for quantities ≥ 2)

	 
	 
	 
	 
	a)
	tonne
	 
	< 2

	31 05 17
	SS MMCD Section 31 05 17 & SSP 8
	2.8
	Sub Grade Fill (Granular)

	 
	 
	 
	 
	a)
	tonne
	 
	≤50

	 
	 
	 
	 
	b)
	tonne
	 
	>50

	32 11 16.1
	SSP 9
	2.9
	Sub-grade Preparation

	 
	 
	 
	 
	a)
	sq.m
	 
	≤750

	 
	 
	 
	 
	b)
	sq.m
	 
	>750

	32 11 16.1
	SS MMCD Section 31 05 07 & SSP 10
	2.10
	Granular Subbase

	 
	 
	 
	 
	a)
	tonne
	 
	≤50

	 
	 
	 
	 
	b)
	tonne
	 
	>50

	32 11 23
	SS MMCD Section 31 05 07 & SSP 11
	2.11
	Base (Granular)

	 
	 
	 
	 
	a)
	tonne
	 
	≤50

	 
	 
	 
	 
	b)
	tonne
	 
	>50

	31 05 17
	SSP 12
	2.12
	Gravel Shoulder Capping

	 
	 
	 
	 
	a)
	tonne
	 
	≤25



	 
	 
	 
	 
	b)
	tonne
	 
	>25



	33 44 01
	SS MMCD Section 33 44 01 & SSP 13
	2.13
	Replace & Adjust Manhole Cover

	 
	 
	 
	a)
	Manhole Frame & Cover Replacements
	each
	 
	≤3

	 
	 
	 
	b)
	 
	each
	 
	>3

	 
	 
	 
	c)
	Manhole Cover Replacements
	each
	 
	≤3

	 
	 
	 
	d)
	 
	each
	 
	>3

	 
	 
	 
	e)
	Manhole Adjustment Major
	each
	 
	≤3

	 
	 
	 
	f)
	 
	each
	 
	>3

	31 22 01
	SSP 14
	2.14
	Shoulder Grading (only grading)

	 
	 
	 
	a)
	 
	sq.m
	 
	≤100

	 
	 
	 
	b)
	 
	sq.m
	 
	>100

	 
	SSP 15
	2.15
	Saw Cut Pavement

	 
	 
	 
	a)
	Asphalt 
	m-cm
	 
	≤150

	 
	 
	 
	b)
	 
	m-cm
	 
	151-500 

	 
	 
	 
	c)
	 
	m-cm
	 
	    >501

	 
	 
	 
	d)
	Concrete 
	m-cm
	 
	     ≤150

	 
	 
	 
	e)
	 
	m-cm
	 
	151 - 300

	 
	 
	 
	f)
	 
	m-cm
	 
	    >301

	32 01 16.7
	SSP 16
	2.16
	Milling Existing Asphalt Pavement

	 
	 
	 
	a)
	Full Depth Milling (125mm)
	sq.m
	 
	≤200

	 
	 
	 
	b)
	 
	 
	sq.m
	 
	>200

	 
	 
	 
	c)
	Full Depth Milling (100mm)
	sq.m
	 
	≤200

	 
	 
	 
	d)
	 
	sq.m
	 
	>200

	 
	 
	 
	e)
	Full Depth Milling (85mm)
	sq.m
	 
	≤200

	 
	 
	 
	f)
	 
	sq.m
	 
	>200

	 
	 
	 
	g)
	Surface Milling (50mm)
	sq.m
	 
	≤200

	 
	 
	 
	h)
	 
	 
	sq.m
	 
	>200

	 
	 
	 
	i)
	Surface Milling (40mm)
	sq.m
	 
	≤200

	 
	 
	 
	j)
	 
	sq.m
	 
	>200

	 
	 
	 
	k)
	Surface Milling (35mm)
	sq.m
	 
	≤200

	 
	 
	 
	l)
	 
	sq.m
	 
	>200

	 

	03 30 20
	SS MMCD Section 03 30 20 & SSP 17
	2.17
	Concrete Sidewalk

	 
	 
	 
	a)
	100 mm thick
	sq.m
	 
	≤50

	 
	 
	 
	b)
	 
	sq.m
	 
	>50

	 
	 
	 
	c)
	Driveway crossings – 150 mm thick
	sq.m
	 
	≤25

	 
	 
	 
	d)
	 
	sq.m
	 
	>25

	 
	 
	 
	e)
	Driveway crossings – 200 mm thick
	sq.m
	 
	≤25

	 
	 
	 
	f)
	 
	sq.m
	 
	>25

	32 12 16
	SSP 18
	2.18
	Asphalt Sidewalks

	 
	 
	 
	 
	a)
	Sq,m
	 
	≤10

	 
	 
	 
	 
	b)
	sq.m
	 
	>10

	03 30 20
	SS MMCD Section 03 30 20 & SSP 19
	2.19
	Concrete Curb

	 
	 
	 
	a)
	Type B
	lin.m
	 
	≤25

	 
	 
	 
	b)
	 
	lin.m
	 
	>25

	 
	 
	 
	c)
	Type R
	lin.m
	 
	≤25

	 
	 
	 
	d)
	 
	lin.m
	 
	>25

	 
	 
	 
	e)
	Type M
	lin.m
	 
	≤25

	 
	 
	 
	f)
	 
	lin.m
	 
	>25

	 
	SSP 20
	2.20
	Extruded Curb

	32 12 16
	 
	2.20.1
	a)
	Asphalt Style Ex.
	L.Sum
	 
	Base Rate

	 
	 
	 
	b)
	 
	lin.m
	 
	>20

	03 30 20
	 
	2.20.2
	a)
	Concrete Style Ex.
	L.Sum
	 
	Base Rate

	 
	 
	 
	b)
	 
	lin.m
	 
	>20

	 
	 SSP 21
	2.21
	Boulevard Strip

	32 19 21
	 
	2.21.1
	a)
	Grass
	sq.m
	 
	≤50

	 
	 
	 
	b)
	 
	sq.m
	 
	>50

	32 12 16
	 
	2.21.2
	a)
	Asphalt
	sq.m
	 
	≤50

	 
	 
	 
	b)
	 
	sq.m
	 
	>50

	03 30 20
	 
	2.21.3
	a)
	Exposed Aggregate Concrete
	sq.m
	 
	≤25

	 
	 
	 
	b)
	 
	sq.m
	 
	>25

	 
	 
	 
	c)
	Limestone Chip
	sq.m
	 
	≤25

	 
	 
	 
	d)
	 
	sq.m
	 
	>25

	 
	 
	 
	e)
	Course Broom Concrete
	sq.m
	 
	≤25

	 
	 
	 
	f)
	 
	sq.m
	 
	>25

	 
	SSP 22
	2.22
	Driveway Restoration

	32 12 16
	 
	2.22.1
	a)
	Asphalt Driveways (65mm)
	sq.m
	 
	≤75

	 
	 
	 
	b)
	 
	sq.m
	 
	>75

	03 30 20 
	 
	2.22.2
	a)
	Concrete Driveways (Residential 150mm)
	sq.m
	 
	≤50

	 
	 
	 
	b)
	 
	sq.m
	 
	>50

	 
	 
	 
	c)
	Concrete Driveways (Industrial 200mm)
	sq.m
	 
	≤50

	 
	 
	 
	d)
	 
	sq.m
	 
	>50

	 
	 
	 
	e)
	Exposed Aggregate Concrete Driveways (Residential 150mm)
	sq.m
	 
	≤50

	 
	 
	 
	f)
	 
	sq.m
	 
	>50

	 
	 
	 
	g)
	Exposed Aggregate Concrete Driveways (Commercial 200mm)
	sq.m
	 
	≤50

	 
	 
	 
	h)
	 
	sq.m
	 
	>50

	 
	 
	 
	i)
	Broom Finish Concrete Driveways (Residential 150mm)
	sq.m
	 
	≤50

	 
	 
	 
	j)
	 
	sq.m
	 
	>50

	 
	 
	 
	k)
	Broom Finish Concrete Driveways (Commercial 200mm)
	sq.m
	 
	≤50

	 
	 
	 
	l)
	 
	sq.m
	 
	>50

	 
	 
	 
	m)
	Stamped Concrete Driveways
	sq.m
	 
	≤50

	 
	 
	 
	n)
	 
	sq.m
	 
	>50

	32 14 01
	SSP 23
	2.23
	Interlocking Pavers (80mm)

	 
	 
	 
	 
	a)
	sq.m
	 
	≤50

	 
	 
	 
	 
	b)
	sq.m
	 
	>50

	32 17 23
	SSP 24
	2.24
	Temporary Road Marking 

	 
	 
	 
	 
	a)
	lin.m
	 
	≤50

	 
	 
	 
	 
	b)
	lin.m
	 
	>50

	03 30 20
	SSP 25
	2.25
	Insulated Concrete Curing Blankets

	 
	 
	 
	 
	a)
	each
	 
	/week

	33 11 01
	SSP 26
	2.26
	Existing Utility Cover Adjustment

	 
	 
	 
	 
	a)
	each
	 
	<3

	 
	 
	 
	 
	b)
	each
	 
	>3



We confirm that we understand and agree that the quantities as listed in the above Tables Schedule of Quantities and Prices are estimated, and that the actual quantities will vary.

List of Optional Prices:

10.	The following is a list of optional price(s) to the Work and forms part of this RFQ, upon the acceptance of any or all of the optional price(s).  The Optional Prices are an addition to the Total Quotation Price and do not include GST.  DO NOT state a revised Total Quotation Price.

	Description of Optional Prices					Addition		

	OP-1. Performance Bond at 50% of total Contract Price:	
											$ ____/ $1,000
	
	OP-2. Labour and Material Payment Bond at 50% of total Contract Price:	
											$ ____/ $1,000

Force Account Labour and Equipment Rates:  

11.	Contractors should complete the following tables setting out the all-inclusive hourly labour rates including overhead and profit for approved extras/credits for all applicable categories of labour (use the spaces provided and/or attach additional pages, if necessary):


Table 3 – Schedule of Labour Rates:

	Labour Category
	Straight Time/hr
(Plus GST)
	Overtime Rate/hr
(Plus GST)

	.1  Foreman
	$
	$

	.2  Journeyman
	$
	$

	.3  Apprentice
	$
	$

	.4  Skilled Labourer
	$
	$

	.5  
	$
	$

	.6
	$
	$



Table 4 – Schedule of Equipment Rates:

	No.
	Equipment Description
	Hourly Equipment Rate

	
	
	$

	
	
	$



Table 5– Schedule of Traffic Control Rates:

	No.
	Traffic Control Description
	Hourly Equipment Rate

	1.
	Traffic Control Person
	$

	2.
	Traffic Truck
	$

	3.
	
	$

	4.
	
	$

	5.
	
	$

	6.
	
	$



12.	Contractors should provide information on the following (use the spaces provided and/or attach additional pages, if necessary):
	
(i)	Location of primary business, branch locations, background, stability, structure of 	the Contractor and number of years business has been operational;
	
	________________________________________________________________

	________________________________________________________________

(ii)	Contractor’s demonstrated ability to provide the Goods and Services for the two Capital works crews and the sewer service crew;

	________________________________________________________________

	________________________________________________________________



(iv)	Contractor’s equipment resources, capability and capacity, as relevant to service the two capital works crews and the sewer service crew (including equipment resources under the Contractor’s control, equipment resources to be rented, and equipment resources to be purchased);
	________________________________________________________________

	________________________________________________________________

(v)	Describe any difficulties or challenges you might anticipate in providing the Goods and Services to the City and how you would plan to manage these;

			________________________________________________________________
			________________________________________________________________			
Experience of Superintendent

13.	Contractor should provide information on the background and experience of project superintendent proposed for the performance of the Work (use the spaces provided and/or attach additional pages, if necessary):

	Proposed Project Superintendent Name:	___________________________________

	Experience:

	Dates:			____________________________________________________
	
	Project Name:  	____________________________________________________
	
	Responsibility:  	____________________________________________________
			  	____________________________________________________
				____________________________________________________

	Dates:			____________________________________________________
	
	Project Name:  	____________________________________________________
	
	Responsibility:  	____________________________________________________
			  	____________________________________________________
				____________________________________________________

Contractor’s Comparable Work Experience

14.	Contractor’s should provide their relevant experience and qualifications for the performance of the Work similar to those required by the Agreement (use the spaces provided and/or attach additional pages, if necessary):

		

		
15.	Contractor should provide references for work performed by your firm of a similar nature and value (name and telephone number) (use the spaces provided and/or attach additional pages, if necessary).  The Owner's preference is to have a minimum of three references.  Previous clients of the Contractor may be contacted at the Owner’s discretion.

		

		

Subcontractor’s Work Experience

16.	Contractor should provide the experience and qualifications of all proposed subcontractors for the divisions or sections of the work listed below:  (use the spaces provided and/or attach additional pages, if necessary):

	Description of Trade Work
	Subcontractor Name
	Years of Working With Contractor
	Telephone Number and Email

	
	
	
	

	
	
	
	

	
	
	
	



Subcontractors, Suppliers and Manufacturers

17.	Contractor intends to use the following subcontractors, suppliers and manufacturers for the relevant portions of the Work. 

	Supplier Name
	Manufacturer Name
	Supplier Address
	Description of Good

	
	
	
	

	
	
	
	

	
	
	
	



The Owner reserves the right of approval for each of the subcontractors and material suppliers.  The Contractor will be given the opportunity to substitute an acceptable subcontractor and material suppliers, if necessary.



18.	I/We the undersigned duly authorized representatives of the Contractor, having received and carefully reviewed the RFQ and the Agreement, submit this Quotation in response to the RFQ.

This Quotation is executed by the Contractor this _______ day of _______________, 2024.

CONTRACTOR

I/We have the authority to bind the Contractor.
	________________________________________
(Legal Name of Contractor)

________________________________________
(Signature of Authorized Signatory)

________________________________________
(Print Name and Position of Authorized Signatory)
	


______________________________________
(Signature of Authorized Signatory)

______________________________________
(Print Name and Position of Authorized Signatory)
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